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grands dinosaures autres animaux prehistoriques sont des sujets fascinants qui captivent
l'imagination depuis des décennies. Ces créatures, souvent plus impressionnantes que tout ce que
nous pouvons imaginer aujourd'hui, ont dominé la Terre durant des millions d'années, laissant
derrière eux un héritage paléontologique riche et mystérieux. En plus des célèbres dinosaures
comme le Tyrannosaure rex ou le Tricératops, l'ère préhistorique a été peuplée d'une multitude
d'autres animaux étonnants, allant des reptiles géants aux mammifères primitifs, en passant par des
créatures marines gigantesques. Cet article vous offrira un aperçu détaillé de ces grands dinosaures
et autres animaux préhistoriques, en mettant en lumière leur diversité, leur rôle écologique, leur
mode de vie, ainsi que leur importance pour comprendre l'évolution de la vie sur Terre.

Les grands dinosaures : géants du passé

Les dinosaures constituent probablement la catégorie la plus célèbre d'animaux préhistoriques. Leur
taille, leur diversité et leur période d'existence en font des sujets d?étude essentiels pour
comprendre l?histoire de la vie.

Les principaux groupes de dinosaures

Les dinosaures se divisent principalement en deux groupes : les saurischiens et les ornithischiens.

- Saurischiens : Ce groupe comprend les théropodes (dinosaures carnivores comme le
Tyrannosaure rex) et les sauropodes (dinosaures herbivores géants comme l'Argentinosaurus).

- Ornithischiens : Ce groupe regroupe divers herbivores tels que le Tricératops, le Stégosaure,
et le Hadrosaur (dinosaures à bec de canard).

Les dinosaures géants

Parmi les nombreux dinosaures, certains se distinguent par leur taille extraordinaire :

- Argentinosaurus : considéré comme le plus grand dinosaure connu, avec une longueur
estimée à plus de 30 mètres et un poids pouvant dépasser 100 tonnes.

- Patagotitan : un autre titan sauropode, mesurant environ 37 mètres de long.
- Tyrannosaure rex : le carnivore emblématique, mesurant jusqu'à 12 mètres de long, avec une
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puissance de morsure exceptionnelle.

Les autres animaux préhistoriques remarquables

Au-delà des dinosaures, la préhistoire regorge d?autres animaux impressionnants qui ont occupé la
Terre à différentes périodes.

Les reptiles géants

Les reptiles ont été prédominants durant plusieurs ères, notamment l?ère mésozoïque, avec des
créatures telles que :

- Ptérosaures : des reptiles volants, comme le Pteranodon, dont l?envergure pouvait atteindre 7
mètres.

- Irritator et Mosasaures : des reptiles marins géants, certains dépassant 15 mètres de long, qui
ont dominé les océans jurassiques et crétacés.

Les mammifères primitifs

Bien que souvent considérés comme de petits animaux, les mammifères préhistoriques ont connu
une diversification importante :

- Thérapsides : ancêtres des mammifères modernes, comme le Dimetrodon, qui vivait à la fin du
Permien.

- Mammifères du Mésozoïque : petits animaux nocturnes, souvent de la taille d?un chat,
comme les Morganucodon.

Les créatures marines préhistoriques

Les océans préhistoriques abritaient des animaux marins géants, notamment :

- Ammonites : mollusques céphalopodes à coquille spiralée, très abondants durant le
Mésozoïque.

- Liopleurodon : un pliosaure géant pouvant atteindre 6 à 7 mètres de long, chassant dans les
mers jurassiques.

- Livyatan melvillei : un cétacé préhistorique, considéré comme un « cousin » du cachalot
moderne, avec une taille estimée à 18 mètres.
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Les périodes clés de la préhistoire animale

Pour mieux comprendre la diversité des grands animaux préhistoriques, il est essentiel de connaître
les principales périodes géologiques durant lesquelles ils ont évolué.

Le Permien (299 à 252 millions d?années)

C?est à cette période que les premiers grands reptiles et mammifères primitives apparaissent. La fin
du Permien est marquée par une extinction massive.

Le Trias (252 à 201 millions d?années)

L?émergence des premiers dinosaures et reptiles marins. La biodiversité commence à augmenter
après l?extinction du Permien.

Le Jurassique (201 à 145 millions d?années)

L'âge d'or des dinosaures, avec l?apparition de nombreux grands sauropodes et théropodes. Les
premiers oiseaux apparaissent également.

Le Crétacé (145 à 66 millions d?années)

Les dinosaures atteignent leur apogée, avec des espèces emblématiques comme le Tyrannosaure
rex. La période se termine par une extinction massive qui élimine la majorité des animaux
préhistoriques.

Le Cénozoïque (66 millions d?années à aujourd?hui)

L?ère des mammifères, où les grands animaux tels que les mammouths et les rhinocéros laineux
dominent, jusqu?à l?arrivée des humains.

Importance de l?étude des grands animaux préhistoriques

Comprendre ces créatures permet non seulement de reconstituer l?histoire de notre planète, mais
aussi d?acquérir des connaissances précieuses sur l?évolution, l?adaptation et les changements
climatiques.

- Reconstituer les écosystèmes passés : connaître la biodiversité ancienne aide à comprendre
comment les différentes espèces interagissaient.

- Étudier l?évolution : les liens entre animaux préhistoriques et modernes offrent des
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perspectives sur l?évolution biologique.
- Comprendre les extinctions massives : analyser ces événements aide à prévoir et à atténuer

les impacts futurs des changements environnementaux.

Conclusion

Les grands dinosaures et autres animaux préhistoriques représentent une partie fascinante de
l?histoire de la vie sur Terre. Leur étude continue d?émerveiller, grâce aux découvertes
paléontologiques qui révèlent chaque année de nouveaux secrets. Que ce soit les gigantesques
sauropodes, les redoutables carnivores, ou les reptiles marins géants, chaque créature contribue à
enrichir notre compréhension de l?évolution biologique et des changements climatiques passés. En
explorant ces êtres étonnants, nous pouvons mieux apprécier la complexité et la résilience de la vie,
tout en étant conscients de l?importance de préserver notre biodiversité actuelle.

Pour en savoir plus sur les grands dinosaures et animaux préhistoriques, n?hésitez pas à consulter
des ressources spécialisées, des musées de paléontologie, et des publications scientifiques. La
préhistoire reste un domaine en constante évolution, offrant chaque année de nouvelles
découvertes et perspectives.
 
Grands dinosaures et autres animaux préhistoriques : une exploration approfondie

L?histoire de la vie sur Terre est ponctuée de créatures étonnantes, dont certaines ont atteint des
tailles prodigieuses, défiant l?imagination et laissant une empreinte indélébile dans le registre
fossile. Parmi ces figures emblématiques, les grands dinosaures occupent une place centrale, mais
ils ne sont qu?une partie d?un tableau beaucoup plus vaste comprenant une multitude d?autres
animaux préhistoriques qui ont évolué au fil des ères. Cet article propose une plongée détaillée
dans cet univers fascinant, en examinant non seulement ces géants disparus, mais aussi leur
contexte écologique, leur diversité, et leur importance pour la compréhension de l?évolution de la
vie sur notre planète.

Introduction : La grandeur des animaux préhistoriques

Depuis la découverte des premiers fossiles, les scientifiques ont été stupéfaits par la taille et la
diversité des animaux ayant peuplé la Terre à différentes périodes. Les dinosaures, en particulier,
ont captivé l?imaginaire collectif, mais ils ne représentent qu?une partie de cette parade de géants.
De nombreux autres groupes, allant des mammifères primitifs aux reptiles marins en passant par
des insectes gigantesques, ont connu des périodes d?expansion et de domination.

Ce récit n?est pas seulement celui de la taille ou de la puissance ; il s?agit aussi d?un voyage dans
le temps à travers des écosystèmes complexes, où chaque espèce jouait un rôle clé dans la
dynamique de la vie ancienne. La compréhension de ces animaux préhistoriques, en particulier les
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grands, permet de mieux saisir comment la vie s?est adaptée, a évolué, et a parfois disparu en
réponse aux changements climatiques, géologiques et biologiques.

Les grands dinosaures : géants de la préhistoire

La diversité des grands dinosaures

Les dinosaures, groupe de reptiles archosauriens, ont dominé la Terre pendant près de 165 millions
d?années, du Trias supérieur à la fin du Crétacé. Parmi eux, plusieurs ont atteint des tailles
époustouflantes, illustrant la variété et l?adaptation de ces créatures à leurs environnements.

Les principaux groupes de grands dinosaures comprennent :

- Les sauropodes : les plus grands animaux terrestres ayant jamais existé, caractérisés par leur
long cou, leur longue queue et leur corps massif (ex. Brachiosaurus, Apatosaurus,
Argentinosaurus).

- Les theropodes : principalement carnivores, incluant des géants comme Tyrannosaurus rex et
Giganotosaurus.

- Les hadrosaures : souvent appelés "dinosaures à bec de canard", certains atteignaient des
tailles impressionnantes (ex. Hadrosaurus).

Exemples emblématiques de grands dinosaures

- Argentinosaurus : considéré comme le plus grand dinosaure connu, estimé à plus de 30 mètres
de long et pesant jusqu?à 100 tonnes.

- Patagotitan : un autre géant sud-américain, atteignant environ 37 mètres de long.
- Tyrannosaurus rex : le roi des carnivores, mesurant jusqu?à 12 mètres de long pour environ 8

tonnes.

Écologie et mode de vie

Les grands dinosaures occupaient souvent des niches écologiques spécifiques. Les sauropodes,
par exemple, se nourrissaient de végétation en hauteur, grâce à leur long cou, et pouvaient passer
la majorité de leur vie à brouter. Leur taille imposante servait aussi de défense contre les
prédateurs, bien que certains, comme T. rex, aient été conçus pour la chasse.

Autres animaux préhistoriques de taille remarquable

Si les dinosaures sont souvent la référence en matière de grandeur, d?autres groupes d?animaux
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préhistoriques ont également atteint des tailles exceptionnelles ou présentent des caractéristiques
uniques qui méritent une attention particulière.

Reptiles marins géants

Les plésiosaures et ichthyosaures

- Les plésiosaures : reptiles marins du Mésozoïque, avec un cou allongé et un corps aplati,
certains atteignant plus de 15 mètres de long.

- Les ichthyosaures : ressemblant à des dauphins, ils pouvaient mesurer jusqu?à 17 mètres,
avec une nageoire caudale puissante adaptée à la vie en haute mer.

Les mosasaures

- Groupes de reptiles marins du Crétacé, certains mosasaures pouvaient dépasser 15 mètres de
longueur. Leur corps fuselé et leur puissance de mâchoire en faisaient des prédateurs redoutables.

Insectes et arthropodes géants

Au cours du Carbonifère et du Permien, certains insectes atteignaient des tailles impressionnantes
grâce à une atmosphère riche en oxygène.

- Meganeura : un libellulidé géant du Carbonifère, avec une envergure pouvant atteindre 75 cm.
- Arthropleura : un mille-pattes géant du Permien, pouvant mesurer jusqu?à 2,5 mètres de long.

Mammifères préhistoriques

Bien qu?ils soient généralement plus petits que les dinosaures, certains mammifères préhistoriques
ont également atteint des tailles importantes.

- Indricotherium (ou Paraceratherium) : le plus grand mammifère terrestre connu, mesurant
jusqu?à 5 mètres de haut à l?épaule, avec un poids estimé à 20 tonnes.

- Mammouth laineux : pouvant atteindre 4 mètres de hauteur et pesant jusqu?à 10 tonnes.

Les facteurs ayant permis l?émergence de ces géants

Conditions environnementales favorables
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Plusieurs facteurs ont contribué à la gigantisme de ces animaux :

- Climats chauds et riches en oxygène : favorisant la croissance et la respiration.
- Abondance de nourriture : des végétaux pour les herbivores ou des proies pour les carnivores.
- Absence de prédateurs : permettant aux plus grands de prospérer sans risque immédiat.

Adaptations morphologiques

Les animaux géants ont développé des adaptations spécifiques pour soutenir leur taille :

- Ossature renforcée pour supporter le poids.
- Mécanismes respiratoires efficaces.
- Longs cou ou membres pour atteindre des ressources inaccessibles aux autres.

La disparition des grands animaux préhistoriques

Causes et facteurs de extinction

- Changements climatiques : refroidissement ou réchauffement rapides.
- Événements cataclysmiques : impact d?astéroïdes, éruptions volcaniques massives.
- Pression humaine : dans le cas des mammouths, la chasse et la déforestation ont contribué à

leur déclin.

La fin de l?ère des géants

- La majorité des grands dinosaures ont disparu à la fin du Crétacé, il y a environ 66 millions
d?années.

- Les reptiles marins ont également disparu ou ont été fortement réduits à la fin du Crétacé.
- Certains mammifères géants ont survécu jusqu?à l?Holocène, mais ont été éliminés par la

chasse humaine.

La contribution des fossiles à notre compréhension

Les fossiles jouent un rôle crucial pour reconstituer l?histoire de ces animaux gigantesques. Les
techniques modernes telles que la tomodensitométrie, l?ADN ancien, et la modélisation 3D
permettent aujourd?hui d?approfondir nos connaissances.
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Principales découvertes et implications

- La reconstitution précise de la taille et du mode de vie.
- La compréhension de l?évolution morphologique.
- La chronologie des extinctions et leur contexte écologique.

Conclusion : un héritage de grandeur

L?étude des grands dinosaures et autres animaux préhistoriques révèle la diversité et la complexité
de la vie ancienne sur Terre. Leur gigantisme n?était pas seulement une quête de grandeur, mais
aussi une adaptation à leur environnement, témoignant de la dynamique évolutive exceptionnelle de
la vie. La disparition de ces créatures nous rappelle l?importance de préserver notre biodiversité
actuelle, en comprenant que la grandeur peut aussi être fragile face aux changements globaux.

Ce voyage dans le temps continue d?émerveiller et d?inspirer, illustrant que la vie, dans ses formes
les plus extrêmes, possède une capacité d?adaptation et de transformation sans pareil. La
recherche continue de dévoiler ces mystères, assurant que l?héritage de ces géants préhistoriques
reste vivant dans la science et dans notre imagination collective.
 

 QuestionAnswer Quels sont les plus grands dinosaures connus à ce jour? Les plus grands
dinosaures connus incluent l'Argentinosaurus, un sauropode pouvant atteindre environ 30 à 35
mètres de long et peser jusqu'à 100 tonnes, et le Patagotitan, également un gigantesque sauropode
d'Amérique du Sud. Comment les dinosaures se différenciaient-ils des autres animaux
préhistoriques? Les dinosaures se distinguaient par leur posture érigée, leur structure osseuse
spécifique, notamment la position de la cuisse perpendiculaire à l'axe du corps, et leur groupe
unique de reptiles terrestres qui dominaient durant le Mésozoïque. Quels autres animaux
préhistoriques étaient contemporains des dinosaures? Parmi les animaux préhistoriques
contemporains des dinosaures, on trouvait des reptiles marins comme les plésiosaures et
ichthyosaures, des ptérosaures volants, ainsi que des insectes géants comme les libellules de
l'époque. Les mammifères préhistoriques étaient-ils présents durant l'ère des dinosaures? Oui, mais
ils étaient généralement petits et peu nombreux comparés aux dinosaures. Ils ont principalement
évolué en petits animaux nocturnes durant cette période avant de devenir plus diversifiés après leur
extinction. Quels sont les principaux groupes de dinosaures et leurs différences? Les deux
principaux groupes sont les saurischiens (incluant les sauropodes et théropodes) et les
ornithischiens (comme les ceratopsiens, hadrosaures et ankylosaures). Les saurischiens
comprennent certains des plus grands dinosaures, tandis que les ornithischiens regroupent divers
herbivores à tête osseuse. Comment les paléontologues déterminent-ils l'apparence des
dinosaures? Les paléontologues étudient les fossiles d'os, de dents, et parfois de tissus mous ou
d'empreintes pour reconstituer l'apparence, le comportement et la posture des dinosaures, en
comparant avec des animaux modernes et en utilisant des techniques d'imagerie. Quelle était la
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diversité des animaux marins préhistoriques durant l'ère des dinosaures? L'époque était riche en
reptiles marins comme les mosasaures, plésiosaures et ichthyosaures, ainsi que d'autres créatures
comme les amonites et les poissons préhistoriques, qui occupaient différents écosystèmes marins.
Les grands animaux préhistoriques autres que les dinosaures incluaient-ils des mammifères
géants? Oui, notamment des mammifères comme le mammouth laineux, le rhinocéros laineux et le
megatherium, qui étaient parmi les plus grands mammifères terrestres de leur époque, mais ils ont
été présents surtout après la disparition des dinosaures. Quels sont les principaux facteurs ayant
conduit à l'extinction des dinosaures? L'extinction des dinosaures est principalement attribuée à un
impact d'astéroïde, comme le cratère de Chicxulub, associé à des changements climatiques
majeurs, la diminution des végétaux et la compétition avec d'autres groupes d'animaux après cette
catastrophe. 

 
Related keywords: dinosaurs, animaux préhistoriques, reptiles géants, fossiles, ère mésozoïque,
tyrannosaure, ptérosaure, sauropodes, animaux préhistoriques, paléontologie

Capacity calculation cane sugar plant

Capacity Calculation Cane Sugar Plant: A Comprehensive Guide

When planning or optimizing a cane sugar plant, one of the most critical aspects to consider is the 
capacity calculation cane sugar plant. Accurate capacity estimation ensures efficient operation,
optimal resource utilization, and profitability. Whether you're designing a new facility or assessing an
existing one, understanding the factors influencing capacity and how to calculate it is vital for making
informed decisions. This article provides an in-depth overview of how to determine the capacity of a
cane sugar plant, covering key concepts, methodologies, and practical considerations.

Understanding Cane Sugar Plant Capacity

Capacity in a cane sugar plant refers to the maximum amount of sugar that can be produced within
a specific period, typically expressed in tonnes per day (TPD) or tonnes per year. It is a fundamental
parameter that influences plant design, investment decisions, and operational planning.

Factors Influencing Cane Sugar Plant Capacity

Several factors impact the overall capacity of a cane sugar plant, including:

1. Cane Availability and Supply
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- The amount of cane available per harvest season.
- Cane yield per hectare.
- The duration of the harvest period.

2. Cane Processing Efficiency

- Extraction efficiency of juice from cane.
- Losses during processing.
- Quality and maturity of cane.

3. Equipment and Technology

- Type and capacity of milling equipment.
- Efficiency of crushing mills.
- Use of modern technology for juice extraction and purification.

4. Plant Design and Layout

- Number of milling tandem units.
- Processing flow and throughput capacity.
- Storage and handling facilities.

5. Operational Parameters

- Operating hours per day.
- Maintenance schedules.
- Downtime due to repairs or other factors.

Methodology for Capacity Calculation

Calculating the capacity of a cane sugar plant involves a systematic approach that considers the
above factors. The fundamental formula for capacity calculation can be summarized as:

Capacity (TPD) = Cane Input per day × Extraction Efficiency × Processing Rate

Let's explore the steps involved in detailed capacity estimation:
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Step 1: Determine Cane Availability

- Calculate the total cane available during the harvest season based on crop yield and acreage.
- Example: If the farm produces 80 tonnes of cane per hectare and there are 1,000 hectares, total

cane yield = 80,000 tonnes.

Step 2: Estimation of Cane Input per Day

- Divide the total cane by the number of operational days in the season.
- Example: If the season lasts 150 days, daily cane input = 80,000 / 150 ? 533 tonnes/day.

Step 3: Assess Extraction Efficiency

- Typically ranges from 85% to 95%, depending on cane quality and equipment.
- For calculation purposes, assume an extraction efficiency of 90%.

Step 4: Calculate Juice Production

- Juice produced per day = Cane input × Extraction efficiency.
- Example: 533 tonnes × 0.9 ? 480 tonnes of juice per day.

Step 5: Determine Sugar Recovery Rate

- The percentage of sugar recovered from juice, typically 10-12% of juice weight.
- Assume a recovery rate of 11%.

Step 6: Calculate Daily Sugar Production

- Sugar produced per day = Juice volume × Sugar recovery rate.
- Example: 480 tonnes × 0.11 ? 53 tonnes of sugar per day.

Step 7: Adjust for Plant Efficiency and Operating Hours

- Consider plant operating hours per day (usually 20-24 hours).
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- Ensure equipment capacity aligns with these operational parameters.

Practical Example of Capacity Calculation

Let's consider a practical scenario:

- Total cane available: 100,000 tonnes.
- Harvest season duration: 150 days.
- Extraction efficiency: 90%.
- Sugar recovery rate: 11%.
- Operating days: 150.
- Operating hours per day: 20 hours.

Step-by-step calculation:

- Cane input per day: 100,000 / 150 = 666.67 tonnes.
- Juice produced per day: 666.67 × 0.9 ? 600 tonnes.
- Sugar produced per day: 600 × 0.11 = 66 tonnes.
- Plant capacity (TPD): Based on daily sugar production ? 66 tonnes.

This indicates that the plant?s designed capacity should be at least 66 TPD to handle this input
efficiently.

Designing a Cane Sugar Plant Capacity

When designing a new plant, capacity calculation influences equipment selection, layout, and
overall investment. Key considerations include:

1. Future Expansion Plans

- Incorporate scalability to accommodate increased cane supply or technological upgrades.

2. Equipment Selection

- Choose mills and extraction equipment with capacities matching calculated needs.
- Ensure equipment can operate continuously with minimal downtime.
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3. Storage and Handling

- Adequate storage facilities for cane and sugar.
- Efficient handling systems to reduce processing delays.

4. Flexibility in Operations

- Design for variable throughput to handle fluctuations in cane supply.

Optimizing Capacity for Better Productivity

To maximize efficiency, consider the following strategies:

- Implement modern milling technologies to improve extraction efficiency.
- Optimize harvest and processing schedules to reduce downtime.
- Invest in quality cane cultivation to increase yield per hectare.
- Regular maintenance to prevent equipment breakdowns.
- Employ automation and process control systems for real-time monitoring.

Conclusion

The capacity calculation cane sugar plant is a vital step in ensuring operational success and
profitability. It involves analyzing numerous factors such as cane supply, processing efficiency,
equipment capacity, and operational hours. Accurate calculations help in designing a plant that
meets current demands and allows for future growth. By understanding these principles and
applying systematic methodologies, plant managers and engineers can optimize capacity, improve
productivity, and ensure sustainable operations in the competitive sugar industry.

Remember: Precise capacity estimation is not a one-time task but an ongoing process that should
be revisited as technological advancements, crop yields, and market demands evolve.
 
Capacity Calculation Cane Sugar Plant: A Comprehensive Guide to Optimizing Production
Efficiency

In the highly competitive global sugar industry, the efficiency and profitability of a cane sugar plant
hinge significantly on accurately determining its capacity. The term capacity calculation cane sugar
plant encompasses the detailed process of estimating, analyzing, and optimizing the plant?s ability
to produce refined sugar from raw sugarcane. This process involves a multifaceted approach,
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considering technical, operational, and economic factors to ensure the plant operates at its
maximum potential without compromising quality or sustainability.

This investigative article aims to explore the intricacies of capacity calculation in cane sugar plants,
emphasizing methodologies, key factors, common challenges, and best practices. It is designed to
serve as an authoritative resource for industry professionals, engineers, and researchers seeking to
deepen their understanding of plant capacity assessment and optimization.

Understanding the Fundamentals of Cane Sugar Plant Capacity

Defining Plant Capacity

Plant capacity refers to the maximum amount of sugar that a plant can produce within a specified
period under ideal conditions. It is typically expressed in terms of:

- Tonnes of crushed cane per day (TCD)
- Tons of sugar produced per year (T/year)
- Refined sugar output in metric tonnes (MT)

Understanding capacity is fundamental because it influences investment decisions, operational
planning, resource allocation, and profitability analysis.

Types of Capacity

Plant capacity can be classified into several categories:

- Design Capacity: The maximum theoretical output based on equipment specifications.
- Effective Capacity: The practical maximum considering operational constraints such as

maintenance, downtime, and inefficiencies.
- Actual Capacity: The real-world production, which often falls short of effective capacity due to

unforeseen issues.

Accurately estimating these capacities ensures realistic planning and helps identify areas for
improvement.

Key Factors Influencing Capacity Calculation

Several technical, operational, and environmental factors impact the calculation of a cane sugar
plant's capacity. A comprehensive analysis must account for each to produce reliable estimates.
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1. Cane Supply and Quality

The quantity and quality of incoming raw material directly influence capacity:

- Cane Availability: The volume of cane available during harvest seasons.
- Cane Composition: Brix (sugar content), fiber content, impurities, and moisture levels.

Higher-quality cane with higher sucrose content can increase effective capacity, whereas
poor-quality cane may reduce throughput and sugar yield.

2. Processing Equipment and Technology

The capacity is constrained by the design and efficiency of processing units:

- Crushers and Mills: Their throughput capacity and grind efficiency.
- Diffusers and Extractors: Ability to extract juice efficiently.
- Juice Clarification and Evaporation: Effectiveness impacts juice recovery and sugar

crystallization.
- Crystallization and Centrifugation: Determines the final sugar yield.

Modern, high-capacity equipment with advanced automation can significantly enhance overall plant
capacity.

3. Operational Efficiency and Maintenance

Operational practices, maintenance schedules, and workforce efficiency impact capacity:

- Downtime: Scheduled and unscheduled outages reduce effective capacity.
- Process Optimization: Fine-tuning process parameters minimizes losses and maximizes

throughput.
- Staff Training: Skilled personnel improve operational efficiency.

4. Environmental and Seasonal Constraints

Climate, weather patterns, and seasonal variations influence cane harvests and processing:

- Harvest Window: Limited periods for cane availability affect annual capacity planning.
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- Weather Events: Rain or drought can reduce feedstock or damage equipment.

5. Energy and Utility Limitations

Energy availability, water supply, and waste management also influence capacity:

- Power Supply: Adequate energy is essential for continuous operation.
- Water Resources: Needed for juice extraction, evaporation, and cleaning.
- Waste Handling: Proper disposal or utilization of by-products impacts operational sustainability.

Methodologies for Capacity Calculation

Accurate capacity estimation employs a combination of theoretical calculations, empirical data, and
simulation models.

1. Theoretical Capacity Approach

This method calculates maximum capacity based on equipment specifications:

- Crushing Capacity:
- TCD = (Total mill roll surface area) × (Specific throughput rate)
- Sugar Production Potential:
- Tons of sugar = Cane throughput × (Average sucrose content) × (Extraction efficiency)

Example calculation:

If a mill has a crushing capacity of 10,000 TCD and cane with an average sucrose content of 12%,
with an extraction efficiency of 95%, then:

- Daily sugar yield = 10,000 T × 12% × 95% ? 1,140 T/day

Limitations: Does not account for operational losses or downtime.

2. Empirical and Historical Data Analysis

Using operational records over multiple seasons to establish realistic capacity ranges:
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- Average daily throughput.
- Seasonal fluctuations.
- Losses due to maintenance, inefficiencies, or quality issues.

This approach offers a more practical perspective aligned with real-world performance.

3. Simulation and Process Modeling

Advanced software tools model the entire processing chain to predict capacity under various
scenarios:

- Process flow simulations.
- Sensitivity analysis for different cane qualities.
- Optimization algorithms to maximize throughput.

While resource-intensive, this method provides detailed insights into capacity constraints and
improvement opportunities.

4. Capacity Planning Frameworks

Integrating multiple approaches into a structured framework involves:

- Data collection and validation.
- Identifying bottlenecks.
- Scenario analysis and what-if simulations.
- Developing capacity enhancement strategies.

Challenges in Capacity Calculation and Optimization

Despite sophisticated methods, several challenges complicate accurate capacity estimation:

- Variability in Cane Quality: Fluctuations impact extraction efficiency and sugar yield.
- Equipment Wear and Tear: Aging machinery reduces throughput over time.
- Maintenance Scheduling: Balancing downtime for repairs without significantly affecting capacity.
- Environmental Constraints: Unpredictable weather affects harvest and processing schedules.
- Market Demand Fluctuations: Excess capacity may lead to inefficiencies, while undercapacity

limits revenue.
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Addressing these challenges requires continuous monitoring, flexible planning, and technological
upgrades.

Best Practices for Accurate Capacity Calculation and Enhancement

To ensure reliable capacity assessments and ongoing improvements, industry experts recommend:

- Regular Data Collection and Analysis: Maintain detailed logs of throughput, downtime, and
quality parameters.

- Routine Equipment Upgrades: Invest in modern, high-efficiency machinery.
- Process Optimization: Implement automation and control systems for precise process

management.
- Staff Training: Enhance workforce skills for better operational performance.
- Flexible Planning: Develop adaptable schedules to accommodate seasonal and environmental

variations.
- By-product Utilization: Convert waste into value-added products to boost overall plant efficiency.
- Collaborative Approach: Engage with equipment manufacturers, agronomists, and process

engineers for holistic capacity planning.

Conclusion

The capacity calculation cane sugar plant is a critical aspect of operational planning and strategic
decision-making in the sugar industry. It requires a thorough understanding of technical parameters,
operational dynamics, and external influences. Accurate capacity estimation not only aids in
optimizing production but also ensures economic viability, sustainability, and competitive advantage.

As the industry advances with new technologies and process innovations, continuous refinement of
capacity calculation methods becomes essential. Embracing data-driven approaches, leveraging
simulation tools, and fostering a culture of operational excellence will enable sugar plants to meet
growing demand efficiently while maintaining high quality standards.

In summary, capacity calculation is not a one-time exercise but a dynamic process that underpins
the long-term success of cane sugar manufacturing operations. Through diligent analysis, strategic
investments, and adaptive management, industry stakeholders can unlock the full potential of their
plants and contribute to a sustainable, profitable sugar sector.

References

- FAO. (2013). Sugar Cane Processing. Food and Agriculture Organization of the United Nations.

Published by: video.fractalup.com Page 18 of 31



TOYOTA 7FG 7FD 3 5 5 TONNES TOYOTA FORKLIFT Academic PDF Vol. 2025, Issue 12

- International Sugar Organization. (2020). Annual Reports and Industry Data.
- Singh, R., & Kumar, P. (2015). Process Optimization in Cane Sugar Industry. Journal of Food

Engineering, 150, 12-23.
- White, F. M. (2011). Fluid Mechanics. McGraw-Hill Education.
- Industry Best Practices Manuals and Technical Reports from leading equipment manufacturers

and processing consultants.

Author's Note: This detailed overview aims to serve as an authoritative reference for understanding
and improving capacity calculation in cane sugar plants. For specific plant assessments,
consultation with process engineers and industry experts is recommended to tailor calculations to
individual plant conditions and operational contexts.
 

 QuestionAnswer What are the key factors to consider when calculating the capacity of a cane
sugar plant? Key factors include the expected sugarcane throughput, juice extraction efficiency,
processing capacity of each unit operation, availability of machinery, and projected seasonal
variations to ensure accurate capacity planning. How does the cane sugar plant capacity impact
overall production efficiency? Proper capacity calculation ensures the plant operates at optimal
efficiency, minimizes bottlenecks, reduces downtime, and aligns resource utilization with demand,
thereby maximizing output and profitability. What methods are commonly used for capacity
calculation in cane sugar plants? Common methods include designing based on cane crushing rate,
molasses and juice extraction capacities, process flow analysis, and simulation models to predict
throughput under various scenarios. How can capacity calculations help in expanding or upgrading
an existing cane sugar plant? Capacity calculations identify current limitations, inform necessary
upgrades, and assist in planning expansions by estimating additional equipment, infrastructure
requirements, and investment needed to meet future demand. What are the challenges faced during
capacity calculation for cane sugar plants, and how can they be addressed? Challenges include
variability in cane quality, seasonal fluctuations, equipment efficiency, and technological constraints.
These can be addressed by incorporating flexible design parameters, conducting detailed process
simulations, and using real-time data for accurate forecasting. 

 
Related keywords: sugar plant capacity, cane processing throughput, mill efficiency, production
optimization, plant design, sugar extraction rate, industrial engineering, process simulation,
equipment sizing, throughput analysis
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Overhead Crane Foundation Design Calculation Example

In the realm of industrial construction and manufacturing facilities, overhead cranes play a crucial
role in lifting and transporting heavy loads efficiently and safely. The foundation supporting an
overhead crane is a critical component that ensures stability, safety, and longevity of the crane
system. Proper foundation design is essential to withstand the dynamic loads imposed during crane
operation, including static loads, dynamic forces, and environmental influences.

This article provides a detailed example of the overhead crane foundation design calculation
process. It aims to guide engineers, designers, and project managers through the essential steps
involved in calculating and designing a robust foundation tailored to specific crane specifications and
site conditions. By understanding this example, professionals can develop optimized, safe, and
compliant foundation solutions.

Understanding the Importance of Proper Foundation Design

The foundation of an overhead crane must support the entire load of the crane and its operational
forces. An inadequately designed foundation can lead to structural failures, excessive settlement,
misalignment, or even catastrophic accidents. Therefore, precise calculation and thoughtful design
are paramount to ensure:

- Structural stability under static and dynamic loads
- Minimal settlement and deformation
- Compliance with relevant codes and standards
- Longevity and low maintenance costs
- Operational safety for personnel and equipment

Key Parameters for Foundation Design Calculation

Before performing the calculation, it?s essential to gather the following data:

- Cranes specifications: Capacity, span, hook height, type (e.g., top-running, under-running),
and operational speed.

- Load data: Dead load (self-weight), live load (payload), dynamic factors, impact factors.
- Site conditions: Soil type, bearing capacity, groundwater level, site constraints.
- Standards and codes: Local building codes, OSHA requirements, industry standards (e.g.,

FEM, CMAA).

Example Scenario: Overhead Crane Specification
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Let?s consider a typical example to illustrate the calculation process:

- Crane capacity: 20 tons (40,000 lbs)
- Span: 15 meters (49.2 feet)
- Hook height: 10 meters (32.8 feet)
- Type: Top-running single girder crane

Assuming the crane is to operate on a concrete foundation, the goal is to determine the required
foundation size and reinforcement to safely support the loads.

Step 1: Calculate the Total Load on the Foundation

1.1 Dead Load (DL)

- The self-weight of the crane components (girder, trolley, hook block, etc.).
- Typical weights:
- Girder: 2 tons
- Trolley and hook: 1 ton
- Structural steel and accessories: 1 ton

- Total Dead Load (approximate): 4 tons (8,800 lbs)

1.2 Live Load (Payload)

- Based on crane capacity: 20 tons (40,000 lbs)

1.3 Dynamic Load Factors

- Dynamic effects increase the load due to acceleration, impact, and operational forces.
- Common practice applies a dynamic factor of 1.2 to 1.5.
- For this example, use 1.3.

1.4 Total Load Calculation

- Vertical load (V):
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\[

V = (DL + Live Load) \times Dynamic Factor

\]

\[

V = (4\, \text{tons} + 20\, \text{tons}) \times 1.3 = 24\, \text{tons} \times 1.3 = 31.2\, \text{tons}

\]

- Convert to weight units:

\[

31.2\, \text{tons} \times 2000\, \text{lbs/ton} = 62,400\, \text{lbs}

\]

- Additional forces, such as horizontal forces during slewing and trolley movement, should also be
considered but are outside this simplified calculation.

Step 2: Determine Foundation Size

2.1 Soil Bearing Capacity

- Conduct geotechnical investigation to determine the ultimate bearing capacity (qult).
- Assume a medium dense gravel soil with a safe bearing capacity (qsafe) of 150 kPa (approx.

3,150 psf).

2.2 Calculate Required Area

- To prevent excessive settlement, the foundation must distribute the load over a sufficient area:

\[
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A = \frac{V}{q_{safe}}

\]

\[

A = \frac{62,400\, \text{lbs}}{3.15\, \text{psf}} \approx 19,814\, \text{sq. ft}

\]

- Since this value is large, the calculation indicates a need for a sizeable foundation or multiple
support points.

- For practical reasons, a typical foundation might be designed as a rectangular pad with a width
and length that satisfy the area requirement, considering load distribution and structural constraints.

2.3 Final Foundation Dimensions

- Assume a rectangular foundation:

\[

\text{Area} = 20\, \text{ft} \times 20\, \text{ft} = 400\, \text{sq. ft}

\]

- The actual size will be adjusted based on detailed structural analysis, reinforcement
considerations, and code requirements.

Step 3: Structural Design of the Foundation

3.1 Reinforcement Details

- Foundation reinforcement must handle bending moments, shear forces, and uplift.
- Typical reinforcement includes:
- Main rebars in the longitudinal and transverse directions.
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- Stirrups for shear reinforcement.
- Reinforcement areas are calculated based on bending moment calculations, which depend on

load, span, and foundation thickness.

3.2 Foundation Thickness

- Generally, a minimum thickness of 1.5 to 2 times the width is recommended.
- For a 20 ft x 20 ft foundation, a thickness of 1.5 to 2 ft (18-24 inches) is typical.

Step 4: Additional Considerations

- Include provisions for expansion joints if necessary.
- Design for uplift and lateral forces, especially during seismic events.
- Account for settlement and differential movement.
- Incorporate drainage and waterproofing measures.

Conclusion

Designing an overhead crane foundation involves a systematic approach that combines load
calculations, geotechnical investigations, structural analysis, and adherence to standards. The
example provided illustrates the primary steps: estimating loads, determining foundation size based
on soil capacity, and designing reinforcement and dimensions accordingly. While simplified, this
example underscores the importance of detailed engineering analysis to ensure safety, durability,
and operational efficiency.

Always consult relevant standards such as FEM 9.755 or CMAA guidelines, and engage with
geotechnical and structural engineers for comprehensive design and site-specific adjustments.
Proper foundation design not only guarantees the safe operation of overhead cranes but also
extends their service life and minimizes maintenance costs.
 
Overhead crane foundation design calculation example ? this phrase encapsulates a critical
aspect of industrial infrastructure engineering, ensuring the safety, stability, and longevity of
overhead crane installations. Foundations serve as the backbone for heavy lifting equipment,
transmitting loads from the crane structure to the ground, resisting dynamic forces, and preventing
structural failure. This article provides a comprehensive exploration of overhead crane foundation
design calculations, illustrating the key principles, methodologies, and practical examples to guide
engineers, designers, and construction professionals through the process.

Understanding the Importance of Foundation Design for Overhead
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Cranes

Overhead cranes are vital in manufacturing, warehousing, and shipping industries for their ability to
move heavy loads efficiently across vertical and horizontal planes. However, their operation
generates significant dynamic and static loads, which, if not properly managed through adequate
foundation design, can lead to structural failures, accidents, or costly downtime.

The foundation must be tailored to:

- Support static loads from the crane and its maximum rated capacity.
- Resist dynamic forces during operation, including acceleration, deceleration, and operational

shocks.
- Prevent settlement or tilting that could impair crane function.
- Accommodate environmental factors such as soil conditions, groundwater, and seismic activity.

An accurate foundation design begins with detailed calculations that consider these factors,
ensuring safety and operational reliability.

Key Components of Overhead Crane Foundation Design

Before delving into calculations, it?s essential to understand the primary components involved:

- Crane Loadings: The total load includes dead load (self-weight of crane components), live load
(maximum rated capacity), and dynamic effects.

- Soil Properties: Bearing capacity, settlement characteristics, and stability.
- Foundation Types: Typically, reinforced concrete pads, spread footings, or pile foundations,

selected based on load and soil conditions.
- Structural Elements: Reinforcement detailing and dimensions to withstand applied stresses.

Each component influences the design process and calculation methodology.

Step-by-Step Calculation Example for Overhead Crane Foundation

This section provides a detailed example of calculating a foundation for a typical overhead crane,
including assumptions, formulas, and interpretations.

1. Define the Crane Specifications and Loads

Suppose we are designing a foundation for a double-girder overhead crane with the following
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specifications:

- Rated Load (Capacity): 20 tonnes (20,000 kg)
- Span (L): 10 meters
- Crane self-weight (dead load): approximately 5 tonnes
- Operational speeds: Moderate, with dynamic effects considered
- Operation type: Light manufacturing with occasional overloads

Assumptions:

- The crane's dynamic load factor (DLF) is 25%, accounting for acceleration, deceleration, and
impact.

- The weight distribution is symmetrical, and the load is concentrated at the crane girder's center.

Calculations:

- Static Load (W):

\( W = \text{Dead Load} + \text{Live Load} = 5\, \text{tonnes} + 20\, \text{tonnes} = 25\, \text{tonnes}
\)

- Dynamic Load (W_d):

\( W_d = W \times (1 + \text{DLF}) = 25\, \text{tonnes} \times 1.25 = 31.25\, \text{tonnes} \)

Convert to Newtons (N):

\[

W_{total} = 31.25\, \text{tonnes} \times 9.81\, \text{m/s}^2 \approx 306,656\, \text{N}

\]

2. Determine Foundation Type and Size

For this load, a reinforced concrete pad foundation is suitable, placed directly beneath the crane
girder?s support points.
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Design considerations:

- The foundation must distribute the load to prevent excessive soil bearing pressure.
- It should be adequately sized to limit bearing pressure below the soil's allowable bearing

capacity.

3. Assess Soil Bearing Capacity

Assuming site geotechnical investigation reports a soil bearing capacity (qallow) of 200 kPa
(kilopascals).

4. Calculate Required Foundation Area

The foundation's area (A) ensures the soil bearing pressure (q) does not exceed the allowable
bearing capacity:

\[

q = \frac{W_{total}}{A}

\]

Rearranged:

\[

A = \frac{W_{total}}{q_{allow}}

\]

Convert to consistent units:

- \( W_{total} = 306,656\, \text{N} \)
- \( q_{allow} = 200\, \text{kPa} = 200\, \text{kN/m}^2 \)

Calculate:

\[
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A = \frac{306.656\, \text{kN}}{200\, \text{kN/m}^2} = 1.533\, \text{m}^2

\]

To provide a safety margin, apply a factor of safety (FoS), typically 3:

\[

A_{design} = 1.533\, \text{m}^2 \times 3 = 4.6\, \text{m}^2

\]

Select a foundation size:

- For simplicity, choose a square foundation:

\[

\text{Side length} = \sqrt{A_{design}} = \sqrt{4.6} \approx 2.14\, \text{m}

\]

Thus, a 2.2 m x 2.2 m reinforced concrete pad is appropriate.

5. Design Reinforcement and Structural Details

Structural reinforcement ensures the foundation withstands bending moments and shear forces.

- Estimate bending moments:

For a uniformly distributed load, the maximum moment at the center of the foundation:

\[

M_{max} = \frac{q \times L^2}{8}

\]

Where:
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- \( q = W_{total}/A \approx 306.656\, \text{kN} / 4.6\, \text{m}^2 \approx 66.66\, \text{kPa} \)

- For a foundation 2.2 m x 2.2 m, the effective span (L) is 2.2 m.

Calculate:

\[

M_{max} = \frac{66.66\, \text{kPa} \times (2.2\, \text{m})^2}{8} \approx \frac{66.66 \times 4.84}{8}
\approx 40.4\, \text{kNm}

\]

Design reinforcement in accordance with concrete codes (e.g., ACI, Eurocode), considering
concrete strength and reinforcement ratios.

Additional Considerations in Foundation Design

Beyond the basic calculations, comprehensive foundation design must address various factors:

- Settlement Analysis:

Ensuring differential settlement remains within permissible limits to prevent crane misalignment or
structural damage.

- Seismic and Wind Loads:

For seismic zones, additional lateral forces and overturning moments must be incorporated into the
calculations.

- Foundation Depth:

Sufficient embedment (often 0.5 to 1 meter below ground level) to avoid frost heave, scour, or
surface loading.

- Soil Improvement:
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If soil bearing capacity is insufficient, ground improvement methods like vibro-compaction, piling, or
soil stabilization are implemented.

- Drainage and Environmental Factors:

Proper drainage prevents water accumulation that could weaken the foundation or cause corrosion.

Conclusion and Best Practices

Designing an effective overhead crane foundation involves a meticulous process of load
assessment, soil investigation, structural analysis, and safety considerations. The example provided
illustrates a systematic approach?from defining loads to determining foundation size and
reinforcement?highlighting the importance of conservative assumptions and adherence to relevant
standards.

Best practices in foundation design include:

- Conducting thorough geotechnical investigations.
- Incorporating safety and serviceability factors.
- Considering dynamic and seismic effects.
- Collaborating with structural engineers and geotechnical specialists.
- Ensuring compliance with local codes and standards.

Ultimately, a well-designed foundation not only guarantees the safety of personnel and equipment
but also enhances the operational efficiency and lifespan of overhead crane systems. As industries
evolve and loads increase, ongoing research and innovation in foundation engineering remain vital
to meet future demands.
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 QuestionAnswer What are the key factors to consider in designing an overhead crane

foundation? Key factors include the load capacity of the crane, soil bearing capacity, seismic
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considerations, foundation type (e.g., pad or raft), local building codes, and the crane's operational
environment to ensure stability and safety. How do you calculate the load distribution for an
overhead crane foundation? Calculate the total live and dead loads imposed by the crane, including
the weight of the crane structure, lifted loads, and dynamic forces. Distribute these loads to the
foundation based on the crane's support points, ensuring the foundation can safely resist the
maximum loads. What is the typical method for estimating the size of a foundation for an overhead
crane? Typically, the foundation size is estimated by considering the total load, soil bearing capacity,
and safety factors. Design formulas or codes such as ACI or BS standards are used to determine
dimensions that distribute the load without exceeding soil limits. How do seismic considerations
influence overhead crane foundation design calculations? Seismic forces require the foundation to
resist additional lateral loads and accelerations. Calculations include seismic load factors, and
foundation design must ensure stability against sliding, overturning, and excessive settlement during
seismic events. What role do soil properties play in overhead crane foundation calculation
examples? Soil properties like bearing capacity, cohesion, and settlement characteristics directly
influence foundation size and type. Accurate soil testing ensures that the foundation can support the
loads without excessive settlement or failure. Can you provide a simple example calculation for an
overhead crane foundation? Yes. For example, if a crane supports a load of 100 kN and the soil
bearing capacity is 200 kPa, the minimum foundation area required is 100 kN / 200 kPa = 0.5 m².
Selecting a foundation of 0.6 m x 0.6 m provides adequate safety margin. What safety factors are
generally incorporated into overhead crane foundation design calculations? Safety factors typically
range from 1.5 to 3, depending on code requirements, to account for uncertainties in loads, soil
conditions, and construction quality, ensuring the foundation's reliability and safety. How do dynamic
loads from crane operation affect foundation calculation examples? Dynamic loads, including impact
and acceleration forces during operation, increase the effective load on the foundation. Calculations
incorporate dynamic amplification factors to ensure the foundation can withstand these additional
forces safely. 
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